DEF Information

DEF is designed for use in diesel engines with SCR technology. This package will provide for approximately 150,000 miles (your results may vary depending on your vehicle and dosage rate).

Chemical Data

- Meets AUS 32, ISO 22241 and DIN 70070 Specification
- Weight- 9.1 lbs per gallon (1.09 kg per liter)
- 32.5% automotive grade urea/DI water
- Clear
- Crystallizes at 12°F (-11°C)
- Ideal Storage 23°F to 86°F (-5°C to 30°C)

Package Data

- 5 Gallon Carton (2 x 2.5 Gallon Containers) or 2.5 Gallon Cartons (1 x 2.5 Gallon Containers)
- Natural Colored Non-Vented Bottle with Vent Spout
- White Standard Cap with 38/400 W PS/22 Liner
- 2 Pack Carton Printed (200 Pound Test) with Divider Pad
- API Date Code on Each Container
- Standard 4-Way Pallet - 40” x 48”
- 200 Gallons per Pallet
- Placard Each Side (4) “Do Not Double Stack”
- Placard Two Sides (2) “Product ID with pallet # & production date”
- Cardboard Pallet Liner
- Cardboard Pallet Topper
- Stretch-Wrap Finished Pallet
- Full Pallet Weight Estimated 1,920 lbs